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Road surface cold
planer

We reserve the right to change design and specifications without notice

Type BG2100 BG2000 BG1000
Max. milling width 2100 mm 2000 mm 1000 mm
Milling depoth 0-300 mm 0-300 mm 0-120 mm
Max. drum ftilt 5° 5° 5

Manufacturer Caterpillar Daimler Chrysler Perkins

Type CAT C-16 OM502 LA 1006-6TW
Engine

Output 470 kW /2100 rpm 350 kW /2000 rpm 132 kW / 2200 rpm

Fuel consumption

(full load) 17 Uh 79 33Lh
Advance speed 0-30 m/min 0-29.5 m/min 0-34.5 m/min
Traveling speed 0-4.5 kmh 0-4.5 kmh 0-6 km/h
Theoretical gradeability 80 % 80% 40 %
Min. ground clearance 325 mm 240 mm 280 mm
Theoretical discharge performance 320m’h 290 m'h 80 m’h
Operating weight (full tanks) 37500 kg 28200 kg 16500 kg




Motor Grader

We reserve the right to change design and specifications without notice

Type PY190 PY165
Engine Type gg}x{g& 85 6BTA5.9-C170
Rated power (kWihp) et 125/170
Gear box tank 6WG180 Dy13

Blade (mm) 3965 x 610 3660 x 610
Max. travel speed (km/h) 36 41

Max. hauling capacity (kN) 80 78

Working weight (kg) 15400 15100

Min. turning radius 78 78

Max. climbing capacity 20° 20°

Overall dimensions

(length x width x height) (mm) 8890 x 2595 x 3280 8890 x 2595 x 3280

Full Hydraulic
Tandem Vibratory
Roller

(Double Drum)

We reserve the right to change design and specifications without notice

Type YZC12A
Working weight (kg) 12500 12000
‘I’J\’i:er:ft(emrr}l]v)idth of vibratory 1250 x 2100 1250 x 2100
Tl Front 204 - Rear 269 260
Exciting force (kN) 110470 110/70
Vibration frequency (Hz) 32-45 32-45
Nominal amplitude (mm) 0.80/0.35 0.80/0.35
Travel speed (km/h) 0-6.5/0-12.8 0-6.5/0-12.8
Climbing capability (%) 35 35

Type F6L912 air-cooled F6L912 air-cooled
Engine Rated power (kW) 82 82

Rated speed (r/min) 2500 2500
Overall dimensions
(length x width x height) (mm) 5620 x 2350 x 3050 5620 x 2350 x 3000




Full Hydraulic
Single Vibratory Roller

We reserve the right to change design and specifications without notice
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Type
Working weight (kg) 12000 18000 18200
‘?\,ﬁe':ft(er;n‘:')idth of vibratory 21560 x 2150 21600 x 2150 21600 x 2150
T 328 538 558
Exciting force (kN) 260/ 160 370/270 370/270
Vibration frequency (Hz) 29/32 29/35 29/35
Nominal amplitude (mm) 1.7/0.85 2709 2109
Travel speed (km/h) 0-6.5/0-9 0-5/0-10 0-5/0-10
Climbing capability (%) 50 45 45

Type QSB4.5-C110 water-cooled (Tier 2) BF6L913 air-cooled BF6M1013 air-cooled
Engine Rated power (kW) 82 118 133

Rated speed (r/min) 2500 2500 2300
Overall dimensions
(length x width x height) (mm) 5780 x 2300 x 3200 6200 x 2400 x 3220 6200 x 2400 x 3220

Type
Working weight (kg) 20000 25000 26800
whea! (i of ibratory 016002150 016002150 016002150
T 574 729 775
Exciting force (kN) 4007280 4307280 4507280
Vibration frequency (Hz) 29/35 28132 291325
Nominal amplitude (mm) 2109 217141 21714
Travel speed (km/h) 0-5.1/0-10 0-5.1/0-10 0-5/0-10
Climbing capability (%) 45 45 45

Type g roooed BF6LY13C air-cooled BF6M1013C water-cooled
Engine Rated power (kW) 1417133 141 161

Rated speed (r/min) 2500/ 2300 2500 2300
Overall dimensions
(length x width x height) (mm) 6200 x 2400 x 3220 6250 x 2480 x 3270 6310 x 2480 x 3270




Full Hydraulic
Single Vibratory Roller

We reserve the right to change design and specifications without notice
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Type YZD20A
Working weight (kg) 18000 20000
aﬁ;ﬁen:r:’)idth of vibratory 21560 x 2150 21600 x 2150
T
Exciting force (kN) 3557220 360/ 240
Vibration frequency (Hz) 315/35 29/33
Nominal amplitude (mm) 1.9/0.95 19/1.0
Travel speed (km/h) 065 0-7.2
Climbing capability (%) 28 27

Type 6BTA5.9-C170 water-cooled 6BTAS5.9-C180 water-cooled
Engine Rated power (kW) 125 132

Rated speed (r/min) 2300 2200
Overall dimensions
(length x width x height) (mm) 5920 x 2400 x 3200 5920 x 2400 x 3220

Type
Working weight (kg) 19000 21000 26000
Di idth of vibrat
w',‘?e";,et(enr,,‘,",')'dt or vibratory 01600 2150 21600 x 2150 21600 x 2150
Vibratory wheel static
linear load (N/cm)
Exciting force (kN) 370 /270 400/ 280 430280
Vibration frequency (Hz) 29/35 29/35 28/32
Nominal amplitude (mm) 1.710.75 1.1/0.75 1.8/0.95
Travel speed (km/h) 0-5/0-10 0-5/0-10 0-5/0-10
Climbing capability (%) 45 45 45
BF6L913C water-cooled

Type BF6M1013 water-cooled BF6M1013 water-cooled BF6M1013C water-cooled
Engine | Rated power (kW) 133 1417133 161

Rated speed (r/min) 2300 2500/ 2300 2300
Overall dimensions
(length x width x height) (mm) 6200 x 2400 x 3220 6200 x 2400 x 3220 6250 x 2480 x 3270




Type

Type

Heat width (mm) 2800-4500

Heat depth (mm) 0-60

Working speed (m/min) 0-5

Running speed (km/h) 0-5

Heat capacity (kW) 2790 (240 x 10 keal)

Working width (mm) 3000-4500
working depth (mm) 0-60
Working speed (m/min) 0-5
Running speed (km/h) 0-35

Heat method

Hot air recirculating heat

Engine / power

DEUTZ, 330 kW

Control method

Auto ignition and ignition fail alarm,
automatic temperature control overall process

Heat method

Hot air recirculating heat

Heat capacity (kW) 1396 (120 x 10° keal)
Heat fuel 2' light diesel

Mix capacity (t'h) 150

Pave system Double screed

Heat fuel 2’ light diesel
Engine Deutz (water-cooled)
Engine power (kW) 133

Transport weight (kg) 22000

Working weight (kg) 24000

Transport dimensions (mm) 11700 x 2800 x 2700

We reserve the right to change design and specifications without notice:

Tyre/Tyre driving system Twin solid tyre / Hydraulic 4-wheel
Working / Transport weight (t) 58154
Transport dimensions (mm) 16900 x 3000 x 3200

We reserve the right to change design and specifications without notice



We reserve the right to change design and specifications without notice

Type

Basic paving width (m) 25 25 2573

Max. paving width (m) 12 12 75

Max. paving thickness (mm) 350 300 300
Theoretical productivity (t/h) 800 800 600
Paving speed (m/min) 0-16 0-16 0-12
Traveling speed (km/h) 4 4 2

Engine type BF6M1013EC BF6M1013C BF4M1013C
Engine power (kW) 161 161 112
Hopper capacity (t) 14 14 1

Heat method ALKYLATE Gas heat Gas heat
Evenness (mm/3m) 2 2 3
Compactness (%) >90 >90 >90
Overall weight (t) 20-28.5 20-28 18-23/21-23
Overall dimensions 6062x2500x3600
(length x width x height) (mm) 6309x2690x3823 6244x2500x3764 6622x3000x3600
Type

Basic paving width (m) 25 2513 3

Max. paving width (m) 9 9 9

Max. paving thickness (mm) 300 300 300
Theoretical productivity (t/h) 600 800 800

Paving speed (m/min) 0-16 0-16 0-16
Traveling speed (km/h) 2.6 3 3

Engine type D61142G1B BF6M1013 BF6M1013
Engine power (kW) 140 133 133
Hopper capacity (t) 14 14 14

Heat method Gas heat Gas heat Gas heat
Evenness (mm/3m) 3 2 2
Compactness (%) >90 >90 >90
Overall weight (t) 20-25 20-24 12225 20-24 12225
e g (om) | 6242500754 G




OLIVIER

OLIVIER S.R.L.

OLIVIER CHILE
Reg. Office Chile:
896 Laguna Verde
1890 Santiago

US-Contact Office:

10 S. 3rd. St. Suite 300
San Jose, CA 95113

Fon: +52(1322) 150 2205
Fon: +1(408) 472 4285
Fax: +1(408) 877 1528

OLIVIER S.R.L.

OLIVIER MEXICO
Head-Office Mexico:
Av. Santa Fe 495, Floor 4

Col Cruz Manca, Cuajimalpa

Mexico D.F, C.P. 05349
US-Contact Office:

10 S. 3rd. St. Suite 300
San Jose, CA 95113

Fon: +52(55) 3300 5540
Fax: +52(55) 3300 5510
Fon: +1(408) 472 4285
Fax: +1(408) 877 1528

www.olivier-group.com

OLIVIER AG

OLIVIER GROUP is the exclusive dealer for

OLIVIER GROUP
Head-Office Suisse:
Untermiili 6

6300 Zug
HQ@olivier-group.com

Sales-Representative:
Mob.: +49(177) 838 5814

2 ZOOMLION

Zoomlion is continously making improvements to the design of its products.
The pictures and descriptions in the booklet may not reflect the latest design improvements made by Zoomlion to this product.
OLIVIER GROUP is the exclusive dealer for Zoomlion in Chile, Mexico, Nigeria and Saudi Arabia. Our headquarters are in Switzerland.

OLIVIER UPC

OLIVIER NIGERIA
Reg. Office Nigeria:
#8 Akinsemoyin
Surulere, Lagos

US-Contact Office:

171 17th street NW
Atlanta, GA 30363

Fon: +1(404) 625 9882
Fon: +1(404) 862 0580
Fax: +1(404) 873 7025

OLIVIER EUROPE
Administration-Office:
Lindenstrasse 16 b

88453 Erolzheim

Fon: +49(7354) 930 110
Fax:  +49(7354) 930 150
Mob.: +49(173) 670 3970

OLIVIER LTD.

OLIVIER SAUDI ARABIA
Reg. Office Saudi Arabia:
King Fahad Road 1

PO. Box: 295551

Riyadh 11351

Fon: +966(1) 4193909
Fax:  +966(1) 4193782
Mob.: +49(170) 9179979

OLIVIER MIDDLE-EAST
Sales-Representative:

PO. BOX 97800

Sharjah, U.A.E.

Fon: +971(6) 5562336
Fax: +971(6) 5734788
Mob.: +971(50) 4256888
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