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4 HYDRAULIC EXCAVATOR
22 Rated bucket capacity. 1.2m?3

2» Operating weigh. 23600kg

»

Rated output. 180Hp

'
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XCG Entelctrl remote intelligent service system.

High power, low fuel consumption, and environment friendly. ——High
power output, super-low fuel consumption, low-cost operation, super-low noise,
ISUZU C&S diesel engine has the Tier Il emission certification; :
Specialization, high quality —— Focused on excavator development and
research in last 20 years with accumulated experience and know-how, leading
position in Chinese excavator industry;

Strengthened structure —— 100% ultrasonic inspection to ensure durability;

General Specifications N 2
Type KCG240LC-8
Rated bucket capacity ; m? 1.2
Operatiﬁ:c;weight N kg 23600
~ Overalllength  mm 99D 'C % LN r
Dimension Overallwidth ~ mm - 2080 R
(In trans- = Overall height © mm 3110 g
portation) ~Min. ground clearance mm 468 2
[ Track shoe width  mm 600 %
: ~ Mode PN e SRzl CERBGIT ™
‘ Rated output ~ Hp(kW)  180(132)
Engine 7Ii’7mégépeed 7 rEmﬁ R 2100
Displacement K 65 i
Fuel tank : L 400 N
Max. digging height mm 10140
Max. dumpiné clearance mm N 7192 X
Wording = Max. digging depth  mm | 7220 % (%
ranges & = Max. vertical wall digging depth.  mm 6202 R
Digging Max. digging reach = mm 10340 ¢
forces Téi[swing radius  mm 2870
Max. bucket diggiﬁg force WVkiNii e 1673777 » v
Max. arm crowding force. kN 132.8
Tr?pk length mm 3 4440 N 2870
Track ground length  mm 3640 ot 9930
Trackigauge . mm ST BSE0LL MR\ N L {a1¢6 >
Under- Track overall width mm 2980 } Lt
camiage | Travel speed(HighiLow) km/h 5.4/3.2 )
Max. pulling force kN 200
Ground pressure MPa 47 XCG240LC-8 Wording ranges
I\/Téxi.igriade abili&i vy X 35 Unit:mm
‘Swing speed % rpm 129 Arm dimension: 2900
e Max. oil flow. L/min \ 235x 2 Boom dimension: 5950
system Hydraulic sys{em pressure MPa 32 N
Hydraulic oil tank %% Y 220
Option:1.Fall object protection system 2.High capacity generator and reserved circuit
3.Breaker circuit 4.Rock bucket
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Pictures and technical specifications in sample books may not accord with the delivery goods because of the improvement in design.

Please understand and make allowance for our improvements without notice.
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