function works, one machine serves multiple purposes.

FHigh power, low fuel consumption, and environment friendly. ——High
power output, super-low fuel consumption, low-cost operation, super-low noise,
Cummins C&S diesel engine has the Tier Il emission certification;
Specialization, high quality —— Focused on excavator development and
research in last 20 years with accumulated experience and know-how, leading
position in Chinese excavator industry;

Safe, comfort, high efficiency—— CE certification, consistency and reliability
in quality, safe and comfort in operation environment; unique IB sensor system for
increased working efficiency;
Multi function —— to be fitted with variable attachments and tools for multi-

General Specifications
A ST RS A KCG83-8 f
" Rated bucket capacity m? 01320, 5
Operating weight kg 8800
Overall length mm 6410
Dimension  Overall width mm | 2350
(In trans- = Overall height mm | 2590
portation) = Min. ground clearance, mm 400
Track shoe width mm 450 Srz
" Mode : CUMMINS B3.3-C N
Rated output Hp(kW) 81.6(60) ;
Engine Rated speed rpm 2200
Displacement | 3.9 |
Fuel tank L 122
| Max. digging height| mm 7240
Max. dumping clearance, mm 5090
| Wording | Max. digging depth | mm 4240
i ranges & AA% vertical wa!!gigging depthb mm 3405
Digging Max. digging reach mm 6680
forces Tail swihé radius mm 1860 R =
Max. bucket digging force kN 5913 &
Max. arm crowding force. kN 48
| Track length mm 2850
7?rgckigﬁ)ﬁd length mm 2000
Track galjge A N Y VY 22600\ RN,
Under- Track overall width mm 2320
camiage | Travel speed(High/low) km/h | 5.1/3.2
‘Max. pulling force | kN | 72
‘Ground pressure | MPa = 369 e
Max. grade ability ' 35
Swing speed i rprh 3 e AR .
X Overall width of blade| mm 2350 XCG88-8 Wording ranges
Blade Max. bladeraise | mm | 350 N Wnitimm
Max. blade lower mm \ 400 Arm dimension: 1740
| Max. oil flow Lmin 198 Eecipidimension: o0
Hydraulic e o I L
system Hydraulic systemipireisye MPa 28
Hydraulic oil tank Ic 745
m]@gj;&t ;r&;ction system 2.High capacity generator and reserved circuit
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Pictures and technical specifications in sample books may not accord with the delivery goods because of the improvement in design.

Please understand and make allowance for our improvements without notice.
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4 HYDRAULIC EXCAVATOR

22 Rated bucket capacity. 0.32m?3
2» Operating weigh. 8800kg
>» Rated output. 81.6Hp




